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A.698(17), and A.700(17) will be pub-
lished in the Resolutions and Other De-
cisions of the Assembly of the Inter-
national Maritime Organization, 17th
Session, 1991.

(2) CCIR Recommendations, ITU
Radio Regulations, and CCITT publica-
tions can be purchased from the Inter-
national Telecommunications Union
(ITU), Place des Nations, CH–1211 Gene-
va 20, Switzerland.

(i) All CCIR Recommendations ref-
erenced in this section are contained in
Recommendations of the CCIR, 1990,
Volume VIII, (ITU, Geneva, 1990), 92–61–
0424104.

(ii) CCITT Recommendation E.161 is
contained in CCITT Volume II—Tele-
phone and Network ISDN—Operation,
Numbering, Routing and Mobile Serv-
ice, (ITU, Geneva, 1989), ISBN 92–61–
03261–3.

(iii) CCITT Recommendation Q.11 is
contained in CCITT Blue Book Volume
VI, General Recommendation on Tele-
phone Switching and Signalling, (ITU,
Geneva, 1989), ISBN 92–61–03451–9.

(3) IEC Publications can be purchased
from the International Electro-
technical Commission, 3 Rue de
Varembe, CH–1211 Geneva 20, Switzer-
land, or from the American National
Standards Institute (ANSI), 11 West
42nd Street, New York, NY 10036, tele-
phone (212) 642–4900.

(4) ISO Standards can be purchased
from the International Organization
for Standardization, 1 Rue de Varembe,
CH–1211 Geneva 20, Switzerland, or
from the American National Standards
Institute (ANSI), 11 West 42nd Street,
New York, NY 10036, telephone (212)
642–4900.

(5) Copies of the publications listed
in this section that are incorporated by
reference may be inspected at the Fed-
eral Communications Commission, 1919
M Street, NW., Dockets Branch (room
239), Washington, DC or at the Office of
the Federal Register, 800 North Capital
Street, NW., suite 700, Washington, DC.

[57 FR 44701, Sept. 29, 1992]

§ 80.1103 Equipment authorization.
(a) All equipment specified § 80.1101

must be certificated in accordance
with 47 CFR part 2 specifically for
GMDSS use, except for equipment used
in the INMARSAT space segment

which must be type-approved by
INMARSAT and verified in accordance
with 47 CFR part 2 specifically for
GMDSS use. The technical parameters
of the equipment must conform to the
performance standards as specified in
§ 80.1101. For emergency position-indi-
cating radiobeacons operating on 406
MHz (406 MHz EPIRBs) that were au-
thorized prior to April 15, 1992, and
meet the requirements of § 80.1101, the
manufacturer may attest by letter that
the equipment (indicate FCC ID#)
meets the requirements of § 80.1101 and
request that it be denoted as approved
for GMDSS use.

(b) Applicants for certification must
submit with their applications meas-
urement data sufficiently complete to
ensure compliance with the technical
parameters. The application must in-
clude the items listed in 47 CFR 2.983.
Additional measurement data or infor-
mation may be requested depending
upon the equipment. For items not
listed in § 2.983 of this chapter, the ap-
plicant must attest that the equipment
complies with performance standards
as specified in § 80.1101 and, where ap-
plicable, that measurements have been
made that demonstrate the necessary
compliance. Submission of representa-
tive data demonstrating compliance is
not required unless requested by the
Commission.

(c) Applicants for verification must
attest that the equipment complies
with performance standards as speci-
fied in § 80.1101 and, where applicable,
that measurements have been made
that demonstrate the necessary com-
pliance. Submission of representative
data demonstrating compliance is not
required unless requested by the Com-
mission. An application must include
the items listed in § 2.975 of this chap-
ter and a copy of the INMARSAT type
approval certification indicating that
equipment meets GMDSS standards
and includes all peripheral equipment
associated with the specific unit under
review.

(d) Submission of a sample unit is
not required unless specifically re-
quested by the Commission.

(e) In addition to the requirements in
part 2 of this chapter, equipment speci-
fied in § 80.1101 shall be labelled as fol-
lows: ‘‘This device complies with the
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GMDSS provisions of part 80 of the
FCC Rules.’’ Such a label is not re-
quired for emergency position-indicat-
ing radiobeacons operating on 406 MHz
(406 MHz EPIRBs) that were authorized
prior to April 15, 1992.

[57 FR 9065, Mar. 16, 1992, as amended at 57
FR 44702, Sept. 29, 1992; 63 FR 36607, July 7,
1998]

EFFECTIVE DATE NOTE: At 63 FR 36607,
July 7, 1998, § 80.1103, paragraph (a) was
amended by removing the term ‘‘type accept-
ed’’ and adding in its place ‘‘certificated’’
and by removing the term ‘‘notified’’ and
adding in its ‘‘verified’’; paragraph (b) was
amended by removing the term ‘‘type accept-
ance’’ and adding in its place ‘‘certifi-
cation’’, and paragraph (c) was amended by
removing the term ‘‘notification’’ and adding
in its place ‘‘verification’’ and by removing
the term ‘‘certificate’’ and adding in its
place ‘‘certification’’, effective Oct. 5, 1998.

§ 80.1105 Maintenance requirements.

(a) Equipment must be so designed
that the main units can be replaced
readily, without elaborate recalibra-
tion or readjustment. Where applica-
ble, equipment must be constructed
and installed so that it is readily acces-
sible for inspection and on-board main-
tenance purposes. Adequate informa-
tion must be provided to enable the
equipment to be properly operated and
maintained (see IMO Resolution
A.569(14)).

(b) Radio equipment required by this
subpart must be maintained to provide
the availability of the functional re-
quirements specified in § 80.1081 and to
meet the performance standards speci-
fied in § 80.1101.

(c) On ships engaged on voyages in
sea areas A1 and A2, the availability
must be ensured by duplication of
equipment, shore-based maintenance,
or at-sea electronic maintenance capa-
bility, or a combination of these.

(d) On ships engaged on voyages in
sea areas A3 and A4, the availability
must be ensured by using a combina-
tion of at least two of the following
methods: duplication of equipment,
shore-based maintenance, or at-sea
electronic maintenance capability.

(e) Irrespective of the maintenance
methods used, a ship must not depart
from any port unless and until the ship
is capable of performing all distress

and safety functions as specified in
§ 80.1081.

(f) Irrespective of the maintenance
methods used, all manufacturers’ in-
struction manuals and maintenance
manuals for each piece of equipment
required and installed must be avail-
able on-board ship. Adequate tools,
spare parts, and test equipment appro-
priate to the methods used by the ship
as recommended by the manufacturer
should be provided. The manuals, tools,
spare parts, and test equipment, as ap-
plicable, should be readily accessible.

(g) If the duplication of equipment
maintenance method is used, the fol-
lowing radio installations, in addition
to other equipment requirements speci-
fied in this subpart, must be available
on-board ships for their sea areas as ap-
plicable. Equipment carried in accord-
ance with this paragraph must comply
with §§ 80.1101 and 80.1103. Additionally,
each radio installation must be con-
nected to a separate antenna and be in-
stalled and be ready for immediate op-
eration.

(1) Ships, equipped in accordance
with § 80.1087 for sea area A1, must
carry a VHF radio installation comply-
ing with the requirements of
§ 80.1085(a)(1).

(2) Ships, equipped in accordance
with § 80.1089 for sea areas A1 and A2,
must carry a VHF radio installation
complying with the requirements of
§ 80.1085(a)(1) and an MF radio installa-
tion complying with the requirements
of § 80.1089(a)(1) and being able to fully
comply with watch requirements as
specified in § 80.1123(a)(2). The MF radio
installation installed for duplication
must also comply with the require-
ments § 80.1089(c).

(3) Ships, equipped in accordance
with § 80.1091 for sea areas A1, A2, and
A3, must carry a VHF radio installa-
tion complying with the requirements
of § 80.1085(a)(1) and either an MF/HF
radio installation complying with the
requirements of § 80.1091(b)(1) and being
able to fully comply with watch re-
quirements as specified in § 80.1123(a)(2)
or an INMARSAT ship earth station
complying with the requirements of
§ 80.1091(a)(1). The MF/HF radio instal-
lation or the INMARSAT ship earth
station installed for duplication must
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